
Runde

Laser

Approver:

Editor: Edited on:

Approved on:

Rev.:

000009
-Technical Data Sheet-

24.11.2021

24.11.2021

- 

State: RELEASED

2021-TDS-DB-

1 / 1Sheet 

JHS-YBA-8-120-B

  46  

  91  

1
2
0
  

  126,7  

    
S

W
6
0
  

  5,7  

  
M

1
4
5
x
3
  

  
1
6
1
  

Pressure port G1/4"

Pressure port G1/4"

Drain port G1/8"

  67,65  

  
9
0
  

TECHNICAL DATA SPECIAL EQUIPMENT

 Contact force FA 196 kN  - Entire hose and piping system

 Operating pressure p (max) 160 bar  - Hydraulic power unit

 Piston area 123 cm²  - Brake pad with different material (e.g. JHS-2200 or JHS-1604)

 Volume at 1mm stroke 12,3 cm³  - Brake pad wear indicator (indicator pin, electrical wear sensor)

 Survival temperature -40 / +60 °C  - Leak oil bottle

 Operation temperature -30 / +55 °C  - Service and handling tools

 Weight 12 kg

 Pressure connection port G1/4

 Drain connection port G1/8

 Theor. friction coefficient µ 0,3 - 0,4


